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6000 Series Buccaneer

Introduction
• A greatly demanded addition to Bulgin’s Buccaneer 

connector ranges

• Quick coupling push / pull locking mechanism

• Circular connector with multiple environmental sealing ratings

• Interchangeable plastic and metal variants

• Power and data interfaces

• Superior performance to the Standard Buccaneer but in a 
smaller package

Robust, instant connections for harsh environments
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6000 Series Buccaneer

Technical Specification
• IP66, IP68, IP69K rated, when unmated
• Push / pull mechanism

• Unique locking 

• Metal body
• Brass, nickel plated

• Plastic body
• Grey, PC/PBT
• UL94-V0 flammability 
• halogen free, UV tested

• Temperature range
• -40° to +120°C



6000 Series Buccaneer

Technical Specification – continued

• Electrical rating
• 2 & 3 pole – 16A, 277V max.
• 8 pole – 10A, 277V max.
• 16 pole – 3A, 60V max.
• 22 pole – 2A, 60V max.
• Ethernet cat5e,
• USB ver 2.0 # 

• Interchangeable contact carriers
• For power contact carriers

• Cable range
• 4 to 10mm

• Approvals (pending)
• CCC, cULUS, VDE

# not available in metal body



Features
• IP66, IP68 & IP69K rated

• Independantly tested

• Validated performance for most applications

• Dust-proof, power hose, submersion

• Push / pull locking system
• Quick and easy mating & un-mating

• Reduced real estate required on panel

• No expertise required to guarantee seal 

• Visual mating alignment indication

• Unique twist to lock 
• Quick 30° turn gives secure lock
• Cannot be accidentally un-mated
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6000 Series Buccaneer

Features
• Metal & plastic connector body materials

• Interchangeable connectors – metal <0> plastic

• Metal
• Brass, nickel plated

• Rugged construction

• Cable screen accessory for EMI applications

• Ideal for extreme environments 

• Plastic
• Grey, PC/PBT blend

• UV stable, UL94-V0 rated, Halogen free

• Light, robust, lower cost solution 

• Ideal for long-term outdoor applications



6000 Series Buccaneer

Features
• Power & Data versions

• Scoop-proof  design (IEC 60512-4 BS5772)

• Power connections
• Contact carriers interchangeable in all bodies

• 2 to 22 pole, up to 16A, 277V

• Screw terminal (2 & 3 pole), Crimp (2 to 22 pole)

• Data connections
• USB ver.2 (ver.3 planned)

• Only available in plastic

• Ethernet shielded Cat5e
• Ethernet is sealed through panel
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Features
• Colour coding for bodies

• Customer can colour code bodies for easy identification 

• Proven sealing design
• One-piece body reduces risk of leaks

• ‘Tried and tested’ collet & gland system 

• Complete sealing solution
• Everything is included to ensure sealing performance

• Sealing caps maintain sealing when connector is un-mated


